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1. Introduction     
Heat exchangers that work with an oscillatory fluid flow exhibit a heat transfer dependence 
on the oscillation parameters, and hence such devices can modify its range of applicability 
and its performances by changing the oscillation parameters. This capability of oscillating 
flows to modulate the heat transfer process of some devices makes them interesting for 
some applications. Among the current devices that use oscillating flows are thermoacoustic 
engines and refrigerators (Backhaus & Swift, 2000; Gardner & Swift, 2003; Ueda et al., 2004), 
oscillatory flow reactors (Lee et al., 2001; Harvey et al., 2003), and, in general, any kind of 
heat exchangers with a periodical mass flow rate (Benavides, 2009). The theoretical 
characterization of the heat transfer process in such devices, where an oscillating flow is 
imposed over a stationary flow, is necessary either because it appears in a natural way such 
as in some kind of thermoacoustic devices (Benavides, 2006, 2007) or well because it is 
forced by pulsating the flow with vibrating or moving parts placed far enough in the 
upstream or downstream path (Wakeland & Keolian, 2004a, 2004b). Since the heat 
exchanged depends on the heat fluxes, an interesting way to modify these fluxes could be to 
change the mean velocity of the fluid just as it has been experimentally corroborated in 
baffled pipes (Mackley & Stonestreet, 1995). Other interesting way of changing the flux of 
heat is to change the amplitude and the frequency of an imposed pulsation. Yu et al. (2004) 
summarize this situation by classifying previous works into four categories according to the 
conclusion being reached: (a) pulsation enhances heat transfer (Mackley & Stonestreet, 1995; 
Faghri et al., 1979) (b) pulsation deteriorates heat transfer (Hemida et al., 2002) (c) pulsation 
does not affect heat transfer (Yu et al., 2004), and (d) heat transfer enhancement or 
deterioration may occur depending on the flow parameters (Cho & Hyun, 1990). Although, 
the main conclusion reached by Yu et al. (2004) was that pulsation neither enhances nor 
deteriorates heat flow and that the same result was found by Chattopadhyay et al. (2006), 
who showed that pulsation has no effect on the time-averaged heat transfer along straight 
channels, other results show that forced flow pulsation enhances convective mixing and 
affects Nusselt number (Kim & Kang, 1998; Velazquez et al., 2007). These works show how 
the heat transfer reaches its maximum for a specific frequency of oscillation and decreases 
for both higher and lower values of frequency. This disparity of results motivated a 
theoretical study (Benavides, 2009), based on a second order expansion of the integral 
equations that governs the oscillating flow, which predicts the possibility of having heat 
transfer enhancement or deterioration as a function of the frequency of the oscillation. It is 
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interesting to note that this feature is present even in the case of having flows where the 
amplitude of the velocity oscillation is small when it is compared with the time-averaged 
velocity inside the device. Although the model proposed in that article is highly simplified, 
it fixes the basic mechanisms leading to a heat transfer enhancement when a pulsating flow 
is present and hence it gives a common explanation to all the aforementioned results. Here, 
we discuss this model with the purpose of i) obtaining a final formula able to fit the 
frequency response, and ii) showing that a correct measurement of the heat transferred 
requires a dynamic characterization of the outlet mass flow rate and temperature.  
2. Problem formulation 
2.1 Characterization of the heat transfer coefficient for weakly oscillating flows 
For an incompressible flow under the assumption that the properties of the fluid are 
temperature independent, the dimensionless form of the conservation laws are given by the 
following partial derivative equations (Baehr & Stephan, 2006): 
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In these equations, non-dimensional variables are related to dimensional ones by means of 
the followings relations (dimensional variables are on the left-hand side of the equalities): 
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Here, t is the time, xi are the spatial coordinates, ui are the fluid velocities, and P and T are, 
respectively, the pressure and the temperature of the fluid at time t and position xi; ω is the 
angular frequency of the oscillation, L is a characteristic length of the device, U is a 
characteristic velocity, TW is the temperature of the hottest surface of the device, TL is the 
inlet fluid temperature; ρ, μ, k, and c are, respectively, the density, the viscosity, the thermal 
conductivity, and the specific heat capacity of the fluid. Note that the dimensionless 
numbers St, Re, Pe, and Ec in Eqs. (6) are evaluated as characteristic constant numbers, and 
hence do not change with the oscillation. Eckert number, Ec, does not depend on the size of 
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the device (i.e., on the characteristic length, L). Besides, it only affects Eq. (3), which is the 
one governing the temperature field, and only has to be taken into account when friction 
gives rise to a noticeable warming of the fluid, which is not the case because the kinetic 
energy is considered to be negligible when compared with the increment of the internal 
energy due to heat transfer. The order of magnitude of the third term, compared with the 
heat conduction term in Eq. (3), is given by the dimensionless number: 
 
2 2Pe Ec
Pr
Re ( ) ( )W L W L
U U
k T T c T T
μ= =− −  (7) 
This expression allows defining the following characteristic velocity, whose values at 
different temperatures are given for water and air in Tables 1 and 2 respectively: 
 
( )
Pr
W L
c
c T T
U
−=  (8) 
 
T ρ c μ k Pr Uc 
TW-TL=1ºC 
Uc 
TW-TL=10ºC 
ºC kg m-3 J kg-1 K-1 Pa s W K-1 m-1  m s-1 m s-1 
10 999.70 4192.1 1307·10-6 0.5800 9.447 21.2 66.6 
50 988.03 4180.6 547.0·10-6 0.6435 3.554 34.3 108 
90 965.35 4205.0 314.5·10-6 0.6753 1.958 46.3 147 
Table 1. Properties of liquid water at three different temperatures (elaborated from Lide, 2004) 
 
T ρ c μ k Pr Uc 
TW-TL=1ºC 
Uc 
TW-TL=10ºC 
K kg m-3 J kg-1 K-1 Pa s W K-1 m-1  m s-1 m s-1 
200 1.746 1007 13.3·10-6 0.0184 0.728 37.2 117.6 
300 1.161 1007 18.6·10-6 0.0262 0.715 37.5 118.7 
500 0.696 1030 27.1·10-6 0.0397 0.703 38.3 121.0 
Table 2. Properties of air (1 bar) at three different temperatures (elaborated from Lide, 2004) 
Equations (7) and (8) state that the last term in Eq. (3) can be neglected when U<<Uc. If this 
term is drooped, an error in the calculated temperature appears. Values collected in Table 1 
show that the error is of the order of 1ºC for water and a characteristic velocity near 20 m/s 
(a similar error is obtained for air with a characteristic velocity near 38 m/s). If the 
characteristic velocity is increased, the error grows: for water at a characteristic velocity near 
67 m/s, the order of magnitude of the error is 10ºC. When the characteristic velocities inside 
the device are much less than those given by Tables 1 and 2, the error in the temperature 
due to neglect this term is much less than 1ºC (or 10ºC). This means an error less than 1% (or 
10%) for water suffering a heating in the range 10-90ºC. Note that the errors due to consider 
that the fluid properties are independent of temperature are greater than these (Table 1 
shows that the thermal conductivity of water suffers a variation of 15% in the rage 10-90ºC). 
Thus, the energy equation can be substituted by: 
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The remaining numbers, St, Re, and Pe, depend on the size of the device, L. The Strouhal 
number, St, typically is near one in these applications, and hence the complete device cannot 
be treated as stationary. However, the Reynolds number, Re, is normally much greater than 
one. Since, as can be seen in Tables 1 and 2, the Prandtl number, Pr, is not much less than 
one (for air it is near 0.7 and for water lies in the range 2-10), the Péclet number, Pe, is also 
much greater than one. This means that the viscosity and the thermal conductivity lead to 
negligible effects in regions with characteristic lengths of the order of L. However, their 
effects are stronger in regions with a characteristic length much less than L. In order to see 
this, it is convenient to introduce these numbers as a function of a characteristic length, lc, as: 
 St( )    ;   Re( )    ;   Pe( ) Re( )Prc cc c c c
l l U
l l l l
U
ω ρ
μ= = =  (10) 
Indeed, these numbers fix the thickness of the thermal and viscous convective boundary 
layers. We define the characteristic thickness of the viscous boundary layer as Re(δμ)=1, 
which leads to δμ=μ/(ρU). In the same way, the characteristic thickness of the thermal 
convective boundary layer is defined by Pe(δk)=1, which leads to δk=k/(ρcU). The conditions 
Re(L)>>1 and Pe(L)>>1 lead to δμ<<L and δk<<L, respectively. Therefore, the characteristic 
thicknesses of the boundary layers are much smaller than the characteristic length of the 
device. Although, the Strouhal number is typically near one in the device scale, i.e., St(L)∼1, 
the Strouhal number in the boundary layers is much less than one, i.e., St(δμ)<<1 and 
St(δk)<<1. Table 3 collects the different orders of magnitude of the dimensionless numbers 
St(lc), Re(lc), and Pe(lc), for the three different length scales.  
 
lc St(lc) Re(lc) Pe(lc) 
L 1 >>1 >>1 
δμ <<1 1 Pr 
δk <<1 Pr-1 1 
Table 3. Orders of magnitude of the dimensionless numbers St, Re, and Pe, as a function of 
the length scale. 
As a consequence of the results shown in the first column of Table 3, the boundary layers 
can be modeled as quasi-steady. Additionally, the dominant effects in the heat transfer 
forced by the wall temperature can be restricted to those that are important in a region near 
the wall that accomplishes Pe(lc)∼1. The energy equation can be rewritten for this layer by 
substituting the characteristic length L wih δk<<L, so that, near the wall, St(δk)∼0(δk/L)<<1. 
The same happens with the viscous boundary layer. This fact allows the removal of the 
temporal derivatives from the momentum and energy equations that describe the behaviour 
of the fluid near the wall. Therefore, although the complete device is not stationary, the 
thermal boundary layers can be modeled as quasi-steady, and Eqs. (2) and (9) can be 
reduced to: 
 
3 3
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Let us introduce a local frame of reference in the wall which has the component i=1 parallel 
to the velocity, the component i=2 perpendicular to the surface wall, and i=3 parallel to the 
surface wall and perpendicular to the velocity. In this situation, the thermal conduction in 
the direction of the flow (i=1) can be neglected as well as all the derivatives in the third 
component (i=3), and hence, the equations are: 
 1 1 1 1 2 2 1Prpυ υ υ∂ = −∂ + ∂ ∂  (13) 
 1 1 2 2υ θ θ∂ = ∂ ∂  (14) 
Equation (14) states that, near the wall, the convective transport of energy is as important as 
the conductive transport of heat. Eq. (14) also states that the convective term is proportional 
to the velocity. As a result, the higher the velocity, the higher the convective term. However, 
the presence of the wall and the viscosity reduces the velocity inside the thermal boundary 
layer to zero: υi(ξ2=0)=0. Besides, Eq. (13) states that the higher the Prandtl number, the 
higher the reduction of velocity. It is interesting to study the following limits. 
a. Pr tends to infinity. This is the situation for water at 10ºC whose Prandtl number is near 
ten (see Table 1). When the Prandtl number tends to infinity, the viscosity dominates 
the velocity inside the thermal boundary layer. This result is obtained from retaining in 
Eq. (13) the last term as the dominant one: 2 2 1 0υ∂ ∂ = ⇒ 1 2Cυ ξ= . Here C is a constant 
imposed by the velocity outside of the thermal boundary layer. 
b. Pr tends to zero. A negligible Prandtl number produces the higher velocity inside the 
thermal boundary layer. Although this extreme case is not representative of common 
fluids, it may be useful for obtaining an upper bound to the maximum heat transfer 
(Benavides, 2009). This result is obtained from neglecting in Eq. (13) the last term: 
1 1 1 1pυ υ∂ = −∂ . The vanishing viscosity allows to approach the velocity near the wall by 
a parallel flux (i=1) which does not depend on the transversal coordinate (i=2). 
The heat transferred over a square region of the wall with an area L1L3, which accomplishes 
L>>L1∼L3>>max(δμ,δk), amounts to: 
 
1 3
2 2
1 3 3 1
2 20 00 0
( )
L L
W L
x
T
k dx dx kL T T d
x ξ
θ ξξ
∞
= =
∂ ∂− = −∂ ∂∫ ∫  (15) 
When the Prandtl number is near one, such as the Prandtl number of air or water at higher 
temperatures, the velocity in the thermal boundary layer is neither linear nor constant with 
the transversal component. In general, Eqs. (13) and (14) must be integrated with the 
boundary conditions θ(ξ2=0)=υi(ξ2=0)=0, θ(ξ2→∞)=(TW-Text)/(TW-TL), and υi(ξ2→∞)=υext 
being Text and υext the solution obtained from Eqs. (1), (2) and (9) with Re=∞ and Pe=∞. The 
condition θ(ξ2→∞)=(TW-Text)/(TW-TL) indicates that it is convenient to rescale the function θ 
as (TW-TL)θ/(TW-Text)=θb , which has to accomplish the boundary conditions θb(ξ2=0)=0, 
θb(ξ2→∞)=1.  This change of variable does not affect the form of Eqs. (13) and (14) so that the 
function θb only can depend on the Prandtl number and on the value of υext. This change of 
variable allows rewriting the above expression as: 
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Note that, in general, the external solution depends on the position of the surface where the 
region is located. Although it has been assumed that this dependence is negligible when it is 
compared with the transversal variation through the boundary layer, it can give a 
significant contribution when it is evaluated along the full wall. The convective heat transfer 
coefficient for the full device is defined as: 
 ext ext
20 0
(Pr, )( )
W WS S
W W W
solid
surface
T
k dS kf T T dS
x
υ∂− = −∂∫ ∫  (17) 
It is convenient to introduce a spatial-averaged temperature TP(t) and a spatial-averaged 
heat transfer coefficient h(t), by means of the following definition: 
 ext ext
0
(Pr, )( ) ( )( ( ))
WS
W W W W Pkf T T dS S h t T T tυ − = −∫  (18) 
Obviously, Eq. (18) states that the heat transfer coefficient depends on the convention used 
for defining TP (Baehr & Stephan, 2006). This question is also important for oscillating flows, 
and hence it has been discussed in the literature (Faghri et al., 1979; Guo & Sung, 1997; 
Benavides, 2009). Note that Eq. (18) states that the final outcome is given by the product of 
TP and h: the heat transfer coefficient is used only as an intermediate function. In section 2.3 
(see Eq. 35), the logarithmic mean temperature will be used to model TP. This assumption 
will be discussed later. As Eq. (18) indicates, functions TP(t) and h(t) depend on the Prandtl 
number, and on the external solution which also depends on the Strouhal number and on 
the boundary conditions. For oscillating flows, the effect of the pulsation on the velocity 
near the wall can be described by a temporal evolution of the external solution. This external 
solution depends both, on the time-averaged mass flow rate and on the oscillatory 
component of the mass flow rate. It is convenient to define the oscillating component of the 
mass flow rate as: 
 2 31 2
( )
1 ( ) ( ) 0( )
G t
g t g t
G
ε ε ε− = + +  (19) 
where 0<ε<<1 is a dimensionless number that assures a weakly oscillating flow, and g1(t) 
and g2(t) are two dimensionless functions taking into account the effects of the oscillation on 
the mass flow rate. Here, G(t) is the instantaneous mass flow rate and G  is the stationary 
mass flow rate. (Through the chapter, a bar above the symbols means stationary solution, 
i.e., the solution for ε=0.)  The stationary mass flow rate G  induces a heat transfer process 
which can be obtained from a characteristic velocity U, and a characteristic cross sectional 
area A, which define a Reynolds number given by the expression: 
 Re
LU LG
A
ρ
μ μ= =  (20) 
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Since the oscillatory part of the mass flow rate modifies the velocities υext and the 
temperatures Text, it also modifies the heat transfer process. Let ℘ be the set of parameters 
that are necessary to define the function / 1G G −  for any value of time; for example, 
parameters that might belong to the set ℘ are the relative amplitude of the oscillation or its 
phase. Although parameter ε could belong to set ℘, due to its importance, it will be 
explicitly written as an argument. Thus, in general, the functions TP(t) and h(t) depend also 
on Prandtl, Reynolds and Strouhal numbers and on the set of parameters defining the 
oscillation, i.e., TP(t;Pr,Re,St,℘,ε) and h(t;Pr,Re,St,℘,ε). Finding a solution of the heat 
transfer problem requires a model for both, TP and h. This will be done in following sections. 
For weakly oscillating flows, it is ε<<1 and the effect of the pulsation on the heat transfer 
coefficient can be described by: 
( ) ( ) ( ) ( ) ( )2 31 2;Pr,Re,St, , ;Pr,Re,St, ,0 1 ;Pr,Re,St ;Pr,Re,St 0h t h t h t h tε ε ε ε⎡ ⎤℘ = ℘ + + +⎢ ⎥⎣ ⎦  (21) 
Finally, we will assume that in absence of oscillation of the mass-flow rate there is not any 
self-oscillating behaviour, i.e., if ε=0, the solution does not depend on time. Under this 
condition, the leading term in the above expression is the convective heat transfer coefficient 
without oscillation, h . Thus, the above expression can be rewritten as: 
 
( )
( ) ( ) ( ) ( )2 31 2;Pr,Re,St, , 1 ;Pr,Re,St, ;Pr,Re,St, 0Pr,Reh t h t h th ε ε ε ε℘ − = ℘ + ℘ +  (22) 
2.2 Estimation of heat transfer coefficient for weakly oscillating flows 
For stationary flows the heat transfer coefficient is obtained by relating Nusselt, Reynolds 
and Prandtl numbers. A frequently used expression for this function is (Baehr & Stephan, 
2006): 
 Nu Re PrK α β=  (23) 
where K, α and β are dimensionless constants that depend on the geometry and on the type 
of flow. Here, the Nusselt number is defined as usual, Nu /hL k= , where L is a 
characteristic length associated with the device geometry and k is the fluid thermal 
conductivity at the representative temperature in that region. From this expression, we can 
obtain the heat transfer coefficient for stationary flows as: 
 Re Pr
K
h
L
α β=  (24) 
Because the Reynolds number depends linearly on the velocity, any variation of the velocity 
must induce a variation of the heat transfer coefficient. This fact can be used to estimate the 
value of function h in Eq. (18) by means of h . The following expression can be used as a first 
attempt: 
 ( ) ( ; , ) ( ; , );Pr,Re,St, , Pr, Pr,Re Re 1LG t G th t h h
A G
ε εε μ
⎛ ⎞⎛ ⎞℘ ℘⎛ ⎞℘ ≅ = + −⎜ ⎟⎜ ⎟ ⎜ ⎟⎝ ⎠⎝ ⎠ ⎝ ⎠
 (25) 
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For weakly oscillating flows it is / 1 1G G − << , and hence, the expression above can be 
expanded as: 
 
( ) 2 32 2 2
Pr,Re Re 1
Re
                         Pr,Re Re 1 1 0 1
Re 2 Re
G G G G
G
h
G
h G h G G
h
G G G= =
⎛ ⎞⎛ ⎞+ − =⎜ ⎟⎜ ⎟⎝ ⎠⎝ ⎠
∂ ∂⎛ ⎞ ⎛ ⎞ ⎛ ⎞+ − + − + −⎜ ⎟ ⎜ ⎟ ⎜ ⎟∂ ∂⎝ ⎠ ⎝ ⎠ ⎝ ⎠
 (26) 
The comparison between Eq. (26) and Eq. (22) allows writing an estimation of h1 and h2 as: 
 ( ) ( )1
Re ( ; , )
;Pr,Re,St, 1
RePr,Re
G G
h G t
h t
Gh
εε
=
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h G t
h t
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εε
=
∂ ℘⎛ ⎞℘ ≅ −⎜ ⎟∂ ⎝ ⎠  (28) 
From Eq. (24), we can estimate the value of functions h1 and h2 in Eq. (21) as: 
 1 1( ; )h g tα≅ ℘  (29) 
 22 2 1
( 1)
( ; ) ( ; )
2
h g t g t
α αα −≅ ℘ + ℘  (30) 
This approximation was explored by Benavides (2009) with a reasonable succes for different 
configurations. For example, one interesting case is the incompressible laminar flow in 
circular tubes, that assumes all the properties to be constant and both hydrodynamic and 
thermally fully developed, where it is known (Baehr & Stephan, 2006) that the Nusselt 
number in this case does not depend on the Reynolds and Prandtl numbers, i.e., α=β=0. 
Additionally, it has been shown (Chattopadhyay et al., 2006) that a circular tube in the 
laminar regime under pulsating flow conditions does not have any oscillation of the local 
Nusselt number if the flow is both thermally and hydrodynamically developed. The present 
model explains this behavior: the stationary solution for a constant wall temperature 
Nu=3.66 (Baehr & Stephan, 2006) shows that in this case α is zero and hence Eqs. (18), (20), 
(29) and (30) avoid any fluctuation of the heat transfer coefficient. However, Chattopadhyay 
et al. (2006) also found that the Nusselt number varies in time in the near-entry region of the 
pipe. The explanation comes again from Eqs. (29) and (30) by taking into account that the 
thermal entry flow with a fully developed velocity profile has a behavior given by the 
Léveque solution Nu∼Re0.33 (Baehr & Stephan, 2006), i.e., α=0.33, and hence the expansion 
given by Eq. (18), together with Eqs. (29) and (30), retains the pulsation effects. 
2.3 Integral formulation of the energy conservation for weakly oscillating flows 
The model given by Eq. (18) allows calculating the heat transferred if the spatial-averaged 
temperature TP and the heat transfer coefficient h are known. The heat transfer coefficient 
can be estimated by means of Eqs. (22), (24), (29) and (30). This section will introduce the 
estimation of TP as a function of time. For this purpose, the physics involved will be 
www.intechopen.com
Heat Transfer Enhancement for Weakly Oscillating Flows   
 
405 
simplified to retain only the most important aspects for the dynamical response. Let us 
define V as the volume of fluid inside the device where the unsteady temperature field T 
and the three-dimensional unsteady velocity field ui are being studied; let be S(V) the 
surface that limits the volume V. The Reynolds’ transport theorem applied to the energy 
balance leads to: 
 
2 23 3 3
3
1 1 1( )
2 2
ii i
i
i i iV S V
u udQ P
cT d x cT u dA
dt t
ρ ρ ρρ= = =
⎛ ⎞ ⎛ ⎞∂= + + + + ⋅⎜ ⎟ ⎜ ⎟⎜ ⎟ ⎜ ⎟∂ ⎝ ⎠ ⎝ ⎠∑ ∑ ∑∫ ∫¶  (31) 
The term on the left-hand side of the equality represents the heat flux and dA is a surface 
element vector. Since ui2/2cT<<1 holds due to U2<<Uc2<2cT [see Eq. (8) and Tables 1 and 2], 
the kinetic energy can be neglected when it is compared with the internal energy of the 
fluid. Additionally, for an ideal gas, which satisfies P=ρRT, the specific heat at constant 
pressure cp=c+R appears; for an incompressible flow, the following inequality holds 
P/ρcT<<1 and it can be considered cp=c. These considerations lead to: 
 3( ) p H p L
V
dQ
cT d x Gc T Gc T
dt t
ρ∂= + −∂∫  (32) 
Here, ρcpTL and ρcpTH are the spatial-averaged specific enthalpies (specific internal energies 
for a liquid) over the inlet and exit ports respectively. If there is not any source of 
mechanical work in the volume V, the surface S(V) does not change with time and hence the 
temporal derivative and the spatial integral commutate: 
 3 p H p L
V
dQ d
cTd x Gc T Gc T
dt dt
ρ= + −∫  (33) 
Although the fluid temperature changes over the device, the integral can be removed by 
defining ρcTp as the spatial-averaged specific internal energy over the volume V, and hence 
the energy balance equation leads to: 
 ( )P p H L
dQ d
V cT t Gc T T
dt dt
ρ= + −⎡ ⎤ ⎡ ⎤⎣ ⎦ ⎣ ⎦  (34) 
Finally, the spatial-averaged specific internal energy will be modelled by considering that 
the spatial averaged density does not change over time, and that the spatial-averaged 
temperature Tp follows the logarithmic mean temperature (Baehr & Stephan, 2006) given by 
(this assumption will be discussed later): 
 
ln
H L
P W
W L
W H
T T
T T
T T
T T
−= − −
−
  (35) 
Taking into account Eq. (20), the heat flow amounts to: 
 ( )W W P
dQ
hS T T
dt
= −  (36) 
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Here h is the spatial-averaged heat transfer coefficient defined by Eqs. (18) and (22), and SW 
is the wall area at the temperature TW. The energy balance comes from Eqs. (34) and (36) 
with the spatial-averaged temperature defined by Eq. (35): 
 ( ) ( )PW W P p H L
dT
hS T T Vc Gc T T
dt
ρ− = + −  (37) 
The temporal response of the device is obtained by solving Eqs. (35) and (37) for TP and TW. 
For studying the solution, it is convenient to use a dimensionless form of these equations 
and variables. For this purpose, let us define a dimensionless measure of the heating 
efficiency as: 
 ( ) H LH
W L
T T
T
T T
η −= −  (38) 
The dimensionless coefficient that takes into account the temperature inside the device is: 
 ( ) W PP
W L
T T
T
T T
θ −= −  (39) 
The dimensionless coefficient that takes into account the outlet temperature is: 
 ( ) 1 ( )W HH H
W L
T T
T T
T T
θ η−= = −−  (40) 
These coefficients transform Eq. (35), which defines the logarithmic temperature, into: 
 ( ) ( )ln 1 ( ) 0
( )
H
H
P
T
T
T
ηη θ− + =  (41) 
and the energy balance into: 
 
( )
( ) ( )PP H
W W
h Vc d T Gc G
T T
dt Gh hS hS
ρ θθ η+ =  (42) 
This differential equation let us define a characteristic time tc (see Eq. 43) and a characteristic 
dimensionless number χ (see Eq. 44) which depends on the stationary solution. 
    ;   c c
W
Vc
t t t
hS
ρ τ= =  (43) 
 W
p
hS
Gc
χ =  (44) 
As a consequence of the above definitions, the behaviour of the device is characterized by 
the following two dimensionless equations: 
 ( ) ( ( ))ln 1 ( ( )) 0
( ( ))
H
H
P
T
T
T
η τη τ θ τ− + =  (45) 
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( ) ( ( )) 1 ( )
( ( )) ( ( ))PP H
h d T G
T T
d Gh
τ θ τ τθ τ η ττ χ+ =  (46) 
2.4 Non-oscillating solution 
The condition ε=0 retains only the leading terms of the solution, which can be identified 
with the stationary part of the problem. Therefore, when we are interested on the stationary 
solution, Eqs. (45) and (46) admit the following simplification: 
 ( ) ( )ln 1 ( ) 0
( )
H
H
P
T
T
T
ηη θ− + =  (47) 
 ( )
( )
H
P
T
T
η χθ =  (48) 
The stationary solution obtained from both equations is: 
 ( ) 1HT e
χη −= −  (49) 
 
1
( )P
e
T
χ
θ χ
−−=  (50) 
 ( ) 1 ( )H HT T e
χθ η −= − =  (51) 
For the subsequent discussions, it is convenient to define the dimensionless number Z as:  
 ( ) 1 11
( )
P
H
T e
ZT e
χ
χ
θ
θ χ
−
−
−= = +  (52) 
 
1 (1 )
e
Z
e
χ
χ
χ
χ
−
−= − +
 (53) 
Since it is Z>0 for any value of χ>0, the above expressions lead to the following inequalities 
concerning the temperatures involved: L P H WT T T T< < < . 
2.5 Second-order expansion of the oscillating solution 
The stationary solution found in the previous section allows rewriting Eqs. (45) and (46) in 
the following form: 
 
( ( )) ( ( )) ( )
ln 1 (1 ) 0
( ( ))( ) ( )
H H P
PH H
T T T
e
TT T
χη τ η τ θ χθ τη η
−⎛ ⎞− − + =⎜ ⎟⎜ ⎟⎝ ⎠
  (54) 
 
( ) ( ( )) ( ( )) ( ) ( ( ))
( ) ( ) ( )
P P H
P P H
h T d T G T
dT T TGh
τ θ τ θ τ τ η τ
τθ θ η+ =  (55) 
In order to solve these equations, it is necessary to know /G G  and /h h . Here, we will use 
the model for weakly oscillating flows introduced in Section 2.1 as: 
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 2 31 21 0( )
G
g g
G
ε ε ε= + + +  (56) 
 2 31 21 0( )
h
h h
h
ε ε ε= + + +  (57) 
The oscillatory solution can be expanded as a series of the small parameter ε as: 
 2 3
( )
1 0( )
( )
P
P
T
p q
T
θ ε ε εθ = + + +  (58) 
 2 3
( )
1 0( )
( )
H
H
T
r s
T
η ε ε εη = + + +  (59) 
where p, q, r, and s can be found by substituting expressions (56) to (59) in Eqs. (54) and (55). 
The first and second order terms of these equations lead to: 
 
r
p
Z
= −   (60) 
 
2
2
r s
q Y
ZZ
= − −  (61) 
 1 1
dp
r p g h
dτ = − + −  (62) 
 1 1 2 2
dq
s q g r h p g h
dτ = − + − + −  (63) 
 
2
2
(2 ) 4 2
2 1 (1 )
e e
Y
e
χ χ
χ
χ χ
χ
− −
−
+ − + −=
⎡ ⎤− +⎣ ⎦
 (64) 
Therefore, when the fluctuation is taken into account, the ratio (58) is expressed as: 
 
2
2 3
2
( )
1 0( )
( )
P
P
T r r s
Y
Z ZT Z
θ ε ε εθ
⎛ ⎞= − − + +⎜ ⎟⎜ ⎟⎝ ⎠
 (65) 
The substitution of p and q, given by Eqs. (60) and (61), in Eqs. (62) and (63) yields to: 
 
1 1( 1) ( )
dr
Z r Z h g
dτ + + = −  (66) 
 ( ) ( )2 1 1 2 21( 1) 2 2 1 2 ( )ds Z s Yr Z Y g r Y h r Z h g
d Zτ
⎛ ⎞+ + = + − − − + + −⎜ ⎟⎝ ⎠  (67) 
This system of differential equations determines r and s when functions g1, g2, h1, and h2  are 
given as data. From Eqs. (60) and (61) functions p and q are also determined. Without any 
www.intechopen.com
Heat Transfer Enhancement for Weakly Oscillating Flows   
 
409 
loss of generality for the purpose of the paper, g1, h1, p, q, r and s, are oscillating functions 
that accomplishes: 
 
2 2
1 1
0 0
0
c ct t
g d h d
π π
ω ω
τ τ= =∫ ∫  (68) 
 
2 2 2 2
0 0 0 0
0
c c c ct t t tdp dq dr ds
d d d d
d d d d
π π π π
ω ω ω ω
τ τ τ ττ τ τ τ= = = =∫ ∫ ∫ ∫  (69) 
As a consequence, Eq. (66) states that the mean value of function r is zero: 
 
2
0
0
ct
rd
π
ω
τ =∫  (70) 
Contrarily, the term g12 in Eq. (30) shows that the mean value of function h2 can be distinct of 
zero: 
 
2
2
0
0
ct
h d
π
ω
τ ≠∫  (71) 
Therefore, function s exhibits a mean value given by Eq. (67) as:  
 
2 2 2 2 2
2
1 1 2 2
0 0 0 0 0
2 1 2 1 2
( )
( 1) 1 1 1
c c c c ct t t t tZ Z Y Y Z
sd Y r d g rd h rd h g d
Z Z Z Z Z
π π π π π
ω ω ω ω ω
τ τ τ τ τ+ − += − − + −+ + + +∫ ∫ ∫ ∫ ∫  (72) 
Multiplying Eq. (66) by r and taking the mean value of the resulting expression allow 
expressing the mean value of r2 as a function of the mean value of g1r and h1r as: 
 
2 2
2
1 1
0 0
( )
1
c ct tZ
r d h g rd
Z
π π
ω ω
τ τ= −+∫ ∫   (73) 
Thus, Eq. (72) simplifies to: 
 
2 2 2 2
1 1 2 22 2
0 0 0 0
( 1) 1
( )
1( 1) ( 1)
c c c ct t t tZ Z Y Z Y Z
sd g rd h rd h g d
ZZ Z
π π π π
ω ω ω ω
τ τ τ τ+ − + += − − + −++ +∫ ∫ ∫ ∫  (74) 
This interesting result shows that the oscillation can modify the time-averaged value of the 
outlet temperature. Thus, it is plausible to expect that a thermocouple placed on the outlet 
stream measures this deviation. This solution also shows that this effect is of order ε2. 
However, although the time-averaged outlet temperature is related to the heat flux, they are 
not exactly the same. The heat transferred per unit of time is obtained from Eq. (34) as: 
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 ( )P p H L
dQ dT
cV Gc T T
dt dt
ρ= + −  (75) 
The dimensionless form of this equation is: 
 
( ) ( )
( ) ( )( )
P H
P HW W P
dQ
d T G Tdt
d T TGhS T T
θ η
τ θ η= − +−  (76) 
The solution given by Eqs. (56) to (59) leads to: 
 21 1 21
( )W W P
dQ
dp dqdt r g s g r g
d dhS T T
ε ετ τ
⎛ ⎞ ⎛ ⎞= + + − + + + −⎜ ⎟ ⎜ ⎟− ⎝ ⎠ ⎝ ⎠  (77) 
Remembering Eqs. (68) to (70), the time-averaged flux of heat evolves to: 
 ( )
2 2
2
1 2
0 0
1
2 2( )
c ct t
c c
W W P
dQ dtt t
d s g r g d
hS T T
π π
ω ωω ωτ ε τπ π− = + +−∫ ∫  (78) 
This expression shows that the terms g1r and g2 under the second integral of Eq. (78) 
introduce a bias respect to the time-averaged outlet temperature. The solution given by Eq. 
(74) lets us write the right-hand side of this equation as: 
 ( )
2 2 2 2
1 2 1 1 2 22
0 0 0 0
1 1
( )
1 1( 1)
c c c ct t t tZ Y Z
s g r g d g h rd h d g d
Z ZZ
π π π π
ω ω ω ω
τ τ τ τ+ ++ + = − + ++ ++∫ ∫ ∫ ∫  (79) 
Equations (74) and (79) differ only in the coefficients that precede the integrals on the right-
hand side of both equations. The value of g1-h1 can be obtained from Eq. (73), what 
simplifies the above expression to: 
 ( )
2 2 2 2
2
1 2 2 2
0 0 0 0
1 1
( 1) 1 1
c c c ct t t tZ Y Z
s g r g d r d h d g d
Z Z Z Z
π π π π
ω ω ω ω
τ τ τ τ+ ++ + = − + ++ + +∫ ∫ ∫ ∫   (80) 
3. Discussion 
In the discussion carried out by Benavides (2009), in order to overcome the problems 
derived from how the time-averaged temperature is defined (Guo & Suang, 1997), the heat 
flux was estimated as the time-averaged increment of the specific enthalpy along the device, 
i.e., as the value of s. Although, this approximation is interesting because the time-averaged 
outlet temperature is near the one that a thermocouple would measure in the exit port of an 
experimental arrangement, Eq. (78) shows that the constant part of s is not equivalent to the 
time-averaged heat flux under oscillating conditions. Indeed, the presence of the term g1r 
modifies averaged value and hence, it also modifies the prediction that the model produces. 
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Equation (80), which takes into account this term, shows that this term removes completely 
the possibility of having an enhancement of the heat flux due to the first order terms g1 and 
h1 because the first term on the right-hand side of this equation is always negative. 
Depending on the sign of the integrals of h2 and g2, the heat transfer could suffer 
enhancement or deterioration. However, note that following the estimation given by Eq. (30) 
this term is proportional to α(α-1)/2, which depends on the level of turbulence in the device 
and which is maximum for α=1/2 (i.e., for laminar flow), proportional to Z/(Z+1) which is 
maximum for χ→0 (i.e., for low efficiency devices – see the asymptotic behaviour of 
function Z in Table 4 at the end of Section 3), and proportional to the mean value of g12, 
which is ½ for a sine law of maximum amplitude without reversing flow. Therefore, the 
maximum attainable discouragement predicted by this term is near α(α-1)/4<1/16∼6%. The 
other term that can produce deterioration is the one with the time-averaged value of g2, 
which produces deterioration of heat transfer in the presence of pulsating flow if the 
pulsation significantly increments the losses through the channel (Kim and Kang, 1998, 
reported that, in a 2D channel with two heated blocks working with a pulsating flow of air, 
the force over the blocks is typically amplified by the pulsating flow; the amplitude of the 
instantaneous friction factor increases dramatically, easily reaching 50 times the stationary 
value). Nevertheless, this term is proportional to 1/(Z+1) which tends to zero when χ→0 
and hence it becomes negligible in this limit. It is interesting to note that the limit χ→0 can 
also be obtained by substituting the logarithmic definition of the averaged temperature [see 
Eq. (35)] by the condition TP=TL (i.e., by θ(TP)=1). The solution for this definition of the 
spatial-averaged temperature inside the device comes from substituting Eq. (55) with 
( ) / ( ) 1P PT Tθ θ =  and hence, the solution is Z=∞, Y=0, p=q=0, r=h1-g1, s=g12-g1h1+h2-g2 and 
s+g1r+g2=h2. The last expression shows that the dominant term is the one generated by the 
second order term of the heat transfer coefficient. Thus, in this limit, the enhancement of the 
heat transfer requires a positive value of h2 which is incompatible with the estimation given 
by Eq. (30), what shows that this estimation has a restricted range of validity. Eq. (35) can 
also be substituted by TP=TH (i.e., by θ(TP)+η(TH)=1). In this case Eq. (54) must be substituted 
by ( ) / ( ) ( ) / ( ) 1P P H HT T T Tθ θ χη η χ+ = +  and the entire solution remains valid for Z=1/χ 
and Y=0. It is possible to see that the behaviour of this approach is qualitatively equal to the 
obtained with the logarithmic definition. Indeed, depending on the chosen values of Z and 
Y, the solutions in Eqs. (74) and (80) are valid for different definitions of the spatial-averaged 
temperature TP. This holds while the relationship between temperatures remains algebraic, 
which means that the response of both temperatures to the external mass flow rate pulsation 
is instantaneous. A more detailed model would need a differential equation where the 
relationship between temperatures included temporal delays; then, the expected solution 
would depend not only on the value of r2 but on the value of g1r and h1r. Note that Eq. (74) 
retains these terms for the time-averaged outlet temperature. The approach in the next 
section is based on retaining only one fundamental harmonic and shows that the outlet 
temperature may suffer an enhancement when the relative phases between g1, h1 and r are 
correctly chosen.    
3.1 Single-harmonic approach 
Let us characterise the oscillation by means of only one harmonic. Thus the solution can be 
written in the following way: 
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 1 1
1
2
c cj t j tg e g e
g
ω τ ω τ−
+ −+=  (81) 
                                             1 11
2
c cj t j th e h e
h
ω τ ω τ−
+ −+=                                                 (82) 
 
2
c cj t j tr e r e
r
ω τ ω τ−
+ −+=  (83) 
where subscripts + and – indicates two conjugate complex functions that do not depend on 
time, and j is the imaginary unit. Then, the solution is obtained from Eqs. (66) and (74) as: 
 
1 1( )
1 c
Z
r h g
Z j tω+ + += −+ +  (84) 
 
2
1 1 1 1
2 2
0
2
2 2
0
( 1) 1
2 4 4( 1) ( 1)
                 ( )
1 2
c
c
t
c
t
c
g r g rt Z Z Y Z Y h r h r
sd
Z Z
tZ
h g d
Z
π
ω
π
ω
ω τπ
ω τπ
+ − − + + − − +++ − + + += − −+ +
+ −+
∫
∫
 (85) 
When Eq. (84) is used to eliminate the function r in Eq. (85), the final solution for the mean 
value of s arises as: 
 
( )
( )
1 1
1 1
2
22
1 1 2 1 3 1 1 2
0
2
4 1 1 4 2 22
0
1
cos
2
1
1
1                 sin 2 ( )
2
1
1
c
c
t
c
h g
c
c t
c
h g
c
t
sd C h C g C h g
t
Z
t
tZC h g C h g d
t
Z
π
ω
π
ω
ω τ ϕ ϕπ ω
ω
ωϕ ϕ τπω
+ +
+ +
+ + + +
+ +
⎡ ⎤= − + − −⎢ ⎥⎣ ⎦ ⎛ ⎞+ ⎜ ⎟+⎝ ⎠
+− − + −
⎛ ⎞+ ⎜ ⎟+⎝ ⎠
∫
∫
 (86) 
2
1 2 3 2 1 4 2 13 3
( 1) ( 1)
2( 1) 2( 1)
Z Z Y Z Z YZ
C C C C C C C C
Z Z
+ + + −= = = − = ++ +
 
From Eq. (79), the heat transferred amounts to: 
         
( ) ( )
1 1
2
22
1 2 1 1 1 1 12
0
2 2
4 2 2
0 0
1
2 cos
2
1
1
1
                                        2
2 1 2
c
c c
t
c
h g
c
t t
c c
t
s g r g d C h g h g
t
Z
t t
C h d g d
Z
π
ω
π π
ω ω
ω τ ϕ ϕπ ω
ω ωτ τπ π
+ ++ + + +
⎡ ⎤+ + = − + − −⎢ ⎥⎣ ⎦⎛ ⎞+ ⎜ ⎟+⎝ ⎠
+ + +
∫
∫ ∫
  (87) 
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3.2 Predicted dependence on the Strouhal number 
Expression (86) shows that the time-averaged outlet temperature depends explicitly on the 
angular frequency as: 
 
2
0 1 2
2
1 1
1
1
c c
c
t t
Z Z
F
t
Z
ω ω
ω
⎛ ⎞Γ + Γ + Γ ⎜ ⎟+ +⎝ ⎠=
⎛ ⎞+ ⎜ ⎟+⎝ ⎠
 (88) 
Here, Γ0, Γ1, and Γ2 are functions that can be obtained from comparing Eqs. (88) and (86). 
Since these functions depend on the value adopted for h1+ and h2, Eq. (21) states that these 
functions depend also on the Strouhal number. Note that the Strouhal number and the 
angular frequency are related to each other by means of the following expression: 
 St
p
c
cL LA LA
t
U V cG
ω ωρ ω χ= = =  (89) 
Therefore, function F in Eq. (88) has an implicit dependence on the Strouhal number due to 
the coefficients Γ0, Γ1, and Γ2, and an explicit dependence due to ω. The influence of the 
Strouhal number on the coefficients Γ0, Γ1, and Γ2 comes through the effect that produces on 
the external solution previously discussed in section 2.1. Therefore, in those devices where 
the external solution does not suffer a significant change due to the variations of the 
Strouhal number, these coefficients can be considered constant values. In this case, Eq. (89) 
allows us to rewrite expression (88) as a function that depends on the Strouhal number and 
on four constants A, B, C and D: 
 
2
2
St St
1 St
A B C
F
D
+ += +  (90) 
This function does not exhibit any resonant behaviour since all the terms in the denominator 
are always positive quantities. However, this function presents an extreme at the angular 
frequency: 
 
2
2 0 2 0
1 1
1
1
ct
Z
ω ⎛ ⎞Γ − Γ Γ − Γ= ± +⎜ ⎟⎜ ⎟+ Γ Γ⎝ ⎠
  or  
2
1
St
C A C A
BD B BD B D
⎛ ⎞= − ± − +⎜ ⎟⎝ ⎠  (91) 
Since this extreme disappears for those devices where Γ1 vanishes, the above expression is able 
to reproduce all the results found in the current scientific literature. For example, for very low 
frequencies, Eq. (90) can produce the enhancement or deterioration depending on the sign of 
the coefficient Γ0 which changes, for example, with the relative phase between the 
dimensionless heat transfer coefficient, h1, and the dimensionless mass flow rate coefficient g1. 
The same can happen at very high frequencies depending on the sign of Γ2. Thus, although 
this expression has been obtained under the assumption of several restrictive hypotheses, it 
retains an influence on the Strouhal number that reflects the actual behaviour of some heat 
exchangers. For example, a backward facing step like the one presented in Fig. 1 exhibits a heat 
transfer enhancement, which was calculated by Velazquez et al. (2007) for several Strouhal 
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numbers. For this configuration, they reported that the maximum heat transfer is 42% higher 
than in the steady case. The method of least square allows fitting the simplified model in Eq. 
(90) giving the following values for the four constants: A=0, B=0.8453, C=0.1997 and D=1.561. 
(The constant A=0 imposes that the solution at zero frequency must coincide with the steady 
one.) The result of the fitting and the numerical data are plotted in Fig. 2. Discrepancies 
between the numerical calculations and the approach given in this section can be due to the 
neglected terms, to the harmonics of order greater than one which could be present, and to the 
fact of having neglected the influence of the Strouhal number on the amplitudes and phases 
that drive the coefficients A, B and C. Extended discussions about the estimation of these 
coefficients from physical considerations and about the behaviour of other configurations are 
given by Benavides (2009). 
 
 
Fig. 1. Dimensionless definition of the 2-D backwards facing step (not at scale). The outlet 
height of this device is L=450 μm. It works with ideal water (k=0.598 W K-1m-1, μ=10-3 Pa s, 
c=4180 J kg-1K-1 and ρ=998 kg m-3) in an operational point identified by Nu=5.18 and 
Re=100. These values give the following non-dimensional characterization of the stationary 
heat flow: χ=0.074, η( HT )=0.071, θ( PT )=0.96, Z=26 and Y=0.34. 
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Fig. 2. Set of data points (diamond points) obtained from direct numerical simulation 
(Velazquez et al., 2007) for different values of the frequency for the device whose scheme is 
given in Fig. 1. The result of fitting these data points with the model given by Eq. (90) (solid 
line) gives A=0, B=0.8453, C=0.1997 and D=1.561. 
www.intechopen.com
Heat Transfer Enhancement for Weakly Oscillating Flows   
 
415 
Equation (87) can also be represented by Eq. (88). However, for this equation, Γ1=0 always 
holds. This means that the result expressed by Eq. (87) does not have extremes. Besides, the 
condition Γ0=0 removes any effect at zero frequency. Finally, in case of considering Γ2 
constant with the frequency, the model would follow the expression: 
 
2
2
St
1 St
C
F
D
= +  (92) 
Figure 3 presents a qualitative drawing of Eqs. (90) and (92). Note that the condition Γ0=0 must 
only be satisfied for zero frequency. Besides, as it has been discussed above, one possible 
reason for losing the term proportional to Γ1 is the algebraic relationship for defining the 
spatial-averaged temperature. Therefore, Eq. (92) is a very restrictive case of Eq. (90). Besides, 
coefficients in Eqs. (90) and (92) should depend on Strouhal number with a mathematical law 
fixed by the device geometry; since Eq. (90) has more degrees of freedom that Eq. (90) it will be 
a better choice for fitting empirical laws derived from different test configurations. Note that, 
due to the inertial terms, it is plausible to expect a negligible response for higher frequencies: 
this feature is not described by Eq. (90) except for the case C=0. Since the constant C is required 
to model a flat asymptotic behaviour for high Strouhal numbers, an external model to 
characterize the dependency of the coefficients A, B and C is required. The correction due to 
this missing model is qualitatively represented as the dashed lines of Fig. 3.  
 
F
u
n
c
ti
o
n
 F
Strouhal number (St) 
A B
Eq. (90)
Eq. (92)
 
Fig. 3. Solid and dot curves are the solutions obtained from Eqs. (90) (upper line) and (92) 
with the same values of constants A, B, C and D (this qualitative drawing can be reproduced 
by choosing the values 0, 0.8, 0.5 and 0.5 for A, B, C and D). In the range of low Strouhal 
numbers, labelled as region A in the figure, it is assumed that constants A, B, C and D do 
not depend on the Strouhal number; in the region of higher Strouhal numbers, labelled as 
region B, the effect of the Strouhal number on the constants could be significant, and hence 
dot curves represents the behaviour predicted by the model for high Strouhal numbers 
while dashed curves represents the plausible decay due to the variation of constants A, B, C 
and D with the Strouhal number. 
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As expected, the model does not predict any change respect to the steady state when χ tends to 
infinity. The proof of this statement comes from the asymptotic behaviour of the coefficients 
C1, C2, C3 and C4, that tends to zero exponentially when χ tends to infinity. The situation 
described by χ→∞ represents a very effective device where the steady heat transfer coefficient 
is so high that the outlet temperature matches the hottest wall temperature. Therefore, the 
enhancement predicted by this model cannot be obtained for those devices whose efficiency is 
high or, in other words, the enhancement only is present for low efficiency devices. Normally, 
actual devices have small values of χ, typically χ<0.1, and hence the efficiency ( )HTη  of the 
device is close to zero. The asymptotic behaviour of the relevant functions and coefficients for 
both limits, low and high values of χ, are collected in Table 4.  
 
( ) 1HT e
χη −= −  2 30( ) 1
2
χχ χ− + <<  ( )0 1  
1
( )P
e
T
χ
θ χ
−−=  
2
31 0( ) 1
2 6
χ χ χ− + + <  10 χ
⎛ ⎞⎜ ⎟⎝ ⎠
 
( )HT e
χθ −=  2 31 0( ) 1
2
χχ χ− + + <  10
eχ
⎛ ⎞⎜ ⎟⎝ ⎠  
( ) 1 1
1
( )
P
H
T e
ZT e
χ
χ
θ
θ χ
−
−
−= + =  
2
31 0( ) 1
2 6
χ χ χ+ + + >  0 e
χ
χ
⎛ ⎞⎜ ⎟⎜ ⎟⎝ ⎠
 
1 (1 )
e
Z
e
χ
χ
χ
χ
−
−= − +  
2
32 2 0( ) 1
3 18 270
χ χ χχ − + + + >> 0 eχ
χ⎛ ⎞⎜ ⎟⎝ ⎠  
2
2
(2 ) 4 2
2 1 (1 )
e e
Y
e
χ χ
χ
χ χ
χ
− −
−
+ − + −=
⎡ ⎤− +⎣ ⎦
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Table 4. Limits of the relevant functions and constants for χ→0 and χ→∞. 
Finally, the model predicts that the form of measuring the heat flux is completely decisive 
when oscillating flows are present: in Eq. (90), which is a simplification of Eq. (86), the heat 
flux is obtained from averaging the outlet temperature or the specific enthalpy; in Eq. (92), 
which is a simplification of Eq. (87), it is obtained from averaging the enthalpy. As 
explained, both descriptions lead to the difference between the solid lines in region A of Fig. 
3. While the averaged outlet temperature is closer to the response of a thermocouple placed 
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in the outlet flow, the determination of the heat flux requires two time recordings: the model 
described by Eqs. (78) and (87) shows that the measurement setup should include the 
instantaneous value of the temperature and the instantaneous value of the mass flow rate. 
For this reason, in an experimental setup where the heat flux in the wall is only measured by 
a time-averaged value obtained from a final thermocouple, the heat transfer enhancement of 
the device could be overestimated. For example, for χ→0, coefficients C1, C2, C3 and C4 tend 
to 0, ½, ½, ½ respectively, this means that the model predicts a response of order unity for 
the three terms involving St0, St and St2 in the outlet temperature given by Eq. (86) whereas 
the only term of order unity in Eq. (87) is the one associated to St0. 
4. Conclusion 
The proposed model applies to channels with different solid structures on the inside under 
the assumptions: i) the amplitude of the oscillation of the mass flow rate is small when it is 
compared with the averaged mass flow rate; ii) the spatial-averaged temperature inside the 
device and the outlet temperature are related to each other by means of an algebraic 
equation; iii) there is only one dominant harmonic; and iv) the effect of the Strouhal number 
on the coefficients that determine the expansions is negligible. The work shows that, under 
these assumptions, the outlet temperature is determined as a function of the frequency of 
the oscillation. This dependence on the Strouhal number is characterised by the ratio of two 
polynomials of second order where the linear term of the polynomial in the denominator 
does not appears. As a consequence, the time-averaged outlet temperature can exhibit a 
maximum response for a Strouhal number determined by the model. The model also 
predicts that, under the aforementioned assumptions, the time-averaged heat flux does not 
exhibit such a maximum; however, it is suggested that this feature probably is due to the 
assumption ii) that inhibits any temporal delay between temperatures. Besides, such as the 
derivation of the model establishes, the coefficients that determine the expansion depend on 
the Strouhal number: this implies that the model fixed by the ratio of two polynomials 
should be modified. The greater the effects of the Strouhal number on the coefficients, the 
greater the discrepancies. In particular, it has been discussed that due to the inertial terms, it 
is plausible to expect that the coefficients tend to zero for high Strouhal numbers, and hence 
the heat transfer enhancement will tend to zero when the Strouhal number tends to infinity. 
This fact introduces an effect highly dependent on the device geometry and produces a 
maximum response for a given Strouhal number that cannot be calculated with the present 
model. The relative importance of these two physical phenomena establishes the final 
response for a given device. However, it has been shown that the formula obtained from the 
model fits well the numerical results obtained for a 2-D backward facing step with the hot 
surface parallel to the flow in an adiabatic channel. Thus, the presented model reveals a 
mathematical law that can be used to fit several empirical results and to collect them under a 
similar dimensionless law. A final important conclusion is that those testing procedures 
where the heat flux is estimated by a time-averaged measurement of the outlet temperature 
might overestimate the heat transfer enhancement. A full characterization of the heat 
transfer requires recording the temporal evolution of both, the outlet temperature and the 
mass flow rate. Further studies are required to remove assumption ii), which imposes severe 
limitations to the results, and to incorporate the effect of the external solution on the 
dimensionless coefficients, which are very sensitive to the geometry and to the flow patterns 
in the channel, especially when stagnant or recirculation regions are involved. 
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